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IN THE CLAIMS 

The following is a complete listing of the pending claims along with status. 

1. (Currently Amended) A collapsible container comprises: 

a base member including side upstanding portions and an end upstanding portion 
extending upwardly from edges of a single thickness, generally horizontal, planar wall between 
the side upstanding portions and forward of the end upstanding portion ; 

an end wall pivotably attached to the end upstanding portion of the base member by a 
hinge mechanism for allowing the end wall to pivotably move about an end axis between a 
folded position and an upright position, the end wall having lateral edges with latch members 
formed therein; and 

a pair of opposed side walls each pivotably attached to one of the side upstanding 
portions of the base member by a hinge mechanism for allowing the side walls to pivotably move 
about side axes between a folded position and an upright position, wherein each of the side walls 
includes an upper surface which is substantially beveled along its length, and a rear flanged 
portion having a latch receiver formed therein for receiving a respective latch member and for 
securing the container in an assembled position, wherein the side axes are disposed in a plane not 
containing the end axis. 
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2. (Currently Amended) A collapsible container comprising: 

a base member including side upstanding portions and an end upstanding portion and 
having an upper support surface defined between the side upstanding portions and the end 
upstanding portion ; 

a back wall pivotally attached to the end upstanding portion of the base member and 
movable about a back axis_between a folded position and an upright position; and 

at least one sidewall pivotally attached to at least one of the side upstanding portions of 
the base member and movable about a side axis_between a folded position and an upright 
position, wherein the sidewall includes an oblique upper surface and is connectable to the back 
wall when in the upright position, wherein the back axis and the side axis are parallel to the 
upper support surface of the base member. 

3. (Previously Presented) The collapsible container as recited in claim 2, wherein 
the at least one sidewall comprises a first sidewall and a second sidewall. 

4. (Previously Presented) The collapsible container as recited in claim 2, including a 
latch member on one of the back wall and the at least one sidewall, and a latch receiver disposed 
the other of the back wall and the at least one sidewall. 

5. (Previously Presented) The collapsible container as recited in claim 4, wherein 
the at least one sidewall abuts an edge of the back wall when in the upright position. 
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6. (Previously Presented) The collapsible container as recited in claim 5, wherein 
the latch member is disposed on the edge of the back wall. 

7. (Previously Presented) The collapsible container as recited in claim 2, wherein 
the back wall, and the at least one sidewall are disposed within a perimeter of the base member 
when in the folded position. 

8. (Previously Presented) The collapsible container as recited in claim 2, wherein 
one of the back wall and the base member include a hinge member and the other of the back wall 
and the base member include a hinge receiver. 

9. (Previously Presented) The collapsible container as recited in claim 8, wherein 
the hinge receiver is disposed along a periphery of the base member. 

10. (Previously Presented) The collapsible container as recited in claim 2, wherein 
the oblique upper surface comprises a 45-degree angle. 

1 1 . (Previously Presented) The collapsible container as recited in claim 2, wherein 
the back wall comprises a contoured surface having a first thickness about a periphery of the 
back wall and a second thickness different than the first thickness within the periphery of the 
sidewall, and the at least one sidewall comprises a contoured surface having a third thickness at 
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least partially about a periphery of the at least one sidewall and a fourth thickness different than 
the third thickness spaced apart from the periphery of the at least one sidewall. 

12. (Currently Amended) A collapsible container comprising: 

a base member defined between front and rear edges and between opposite side edges, the 
base member including a generally planar single wall having an upper surface for supporting 
objects thereon and a lower surface on which the collapsible container rests , the single wall 
defined between front and rear edges and between opposite side edges ; 

a back wall pivotally attached to the single wall of the base member proximate the rear 
edge; and 

a first sidewall and a second sidewall pivotally attached to the single base member 
proximate the side edges, wherein the back wall, the first sidewall, and the second sidewall are 
movable between an upright position and a folded position, and the first sidewall and the second 
sidewall are spaced a distance apart such that the first sidewall, the second sidewall and the front 
edge of the base member define an opening opposite the back wall. 

13. (Previously Presented) The collapsible container as recited in claim 12, wherein 
in the folded position each of the back wall, the first sidewall, and the second sidewall are 
disposed within a perimeter of the base member. 
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14. (Previously Presented) The collapsible container as recited in claim 12, wherein 
the back wall latches to each of the first sidewall and the second sidewall when in the upright 
position. 

15. (Previously Presented) The collapsible container as recited in claim 12, wherein 
the first sidewall and the second sidewall each include an oblique upper surface. 

16. (Previously Presented) The collapsible container as recited in claim 12, wherein 
the first sidewall is tapered vertically when in the upright position. 

17. (Previously Presented) The collapsible container as recited in claim 16, wherein 
an upper edge of the first sidewall is tapered downwardly from a lateral edge adjacent the back 
wall toward an opposite lateral edge. 

18. (Previously Presented) The collapsible container as recited in claim 17, wherein 
an upper edge of the second sidewall is tapered downwardly from a lateral edge adjacent the back 
wall toward an opposite lateral edge. 

19. (Previously Presented) The collapsible container as recited in claim 12, wherein 
the back wall comprises a contoured surface having a first thickness about a periphery of the 
back wall and a second thickness different than the first thickness within the periphery of the 
sidewall. 
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20. (Previously Presented) The collapsible container as recited in claim 19 wherein 
the first sidewall comprises a contoured surface having a third thickness at least partially about a 
periphery of the first sidewall and a fourth thickness different than the third thickness spaced 
apart from the periphery of the first sidewall. 

21. (Previously Presented) The collapsible container of claim 1 wherein the plane 
containing the side axes is parallel to the base member. 

22. (Currently Amended) The collapsible container of claim 1 wherein the wall of the 
base member includes an upper surface for supporting objects thereon and a lower surface on 
which the collapsible container would contact a floor, the upper support surface defined by the 
side upstanding portions and forward of the end upstanding portion wherein the base member is a 
single thickness wall . 

23. (Previously Presented) The collapsible container of claim 1 wherein the latch 
members and latch receivers form knock-down latches, that can be released upon the application 
of sufficient force on at least one of the end wall and the side walls. 

24. (Previously Presented) The collapsible container of claim 12 further including 
knock-down latches releasably connecting the sidewalls to the back wall, the knock-down latches 
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being releasable upon the application of sufficient force on the back wall toward the base 
member. 


